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15” High-Brightness 
DISPLAY
Our 15″ high-brightness display combines powerful backlight 
technology with advanced optical enhancements to ensure 
excellent visibility in bright environments. It maintains strong 
contrast and accurate color reproduction even in direct sunlight. 



Designed as a flexible high-brightness outdoor display, it is 
available as a fully integratable outdoor touchscreen monitor with 
optional PCAP multi-touch functionality.



Built for continuous use, it offers stable brightness, low power 
consumption, wide temperature tolerance, and easy integration 
into kiosks, transportation systems, and outdoor HMI solutions.

Features
15″ industrial-grade high-brightness TFT-LCD panel


High luminance output for direct sunlight readability


Projected capacitive touch (PCAP) technology


Front IP65 protection* (If installed properly in an enclosure*)


75×75 mm VESA mounting points on the back


Anti-glare surface and UV protecting layer


Auto-Dimming, Auto Fan-Control


Long operational lifetime and reliable backlight system

Advantages
Ensures visibility in high ambient light industrial environment s


Reduces glare-related usability issues in outdoor installations


Improves user interaction reliability in public-facing systems


Minimizes downtime thanks to industrial-grade components


Enhances customer experience in self-service applications


Suitable for 24/7 industrial operation

Industry verticals
This 15” high-brightness display is suitable for a wide range of professional 
industries:



Transportation – Ideal for ticketing kiosks, passenger information systems, 
and platform control terminals exposed to daylight.


Industrial Automation – Reliable HMI solution for factory floors and 
outdoor control cabinets.


Smart City Infrastructure – Perfect for interactive public information 
points and wayfinding systems.


Retail & QSR – Suitable for outdoor touchscreen self-service kiosks and 
drive-through ordering systems.


Energy & Utilities – Robust display solution for monitoring stations and 
control units in outdoor environments.


Parking & Access Control – Clear, sunlight readable monitor integration 
for entry/exit systems and payment terminals.
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15” High-Brightness DISPLAY

Technical Specification

Display Characteristics

Screen Diagonal 15"

Aspect Ratio 4:3

Number of Pixels 1024 x 768

Number of Colours 16.2 M / 262K

Luminance ~100 - 1800 nits

Response Time Rising: 5.7 ms, Falling: 2.3 ms, Rising+Falling: 8 ms

Viewing Angle 80°/80°/70°/80°

Contrast Ratio 800:1

Surface Treatment Anti-glare, 3H

Electronic Characteristics

AD Board Type DW403NF

I/O Ports VGA/DVI/HDMI

Voltage 12 V

Features Auto-Dimming, Auto Fan-Control

Mechanical Characteristics

Mounting Points VESA 75x75 mm on the back

Cover Glass

Cover Glass OD 336.3 mm (H) x 260.6 mm (V)

Cover Glass Active Area 304.13 mm (H) x 228.1 mm (V)

Corner Radius R5

Glass Thickness 4 mm

Combined Dimensions 336.3 mm (H) x 260.6 mm (V) x 56.4 mm (D)

IP Protection Front IP65

Touchscreen

Touchscreen Type PCT Touch

Interface USB

Controller Board EGGKPCBA-19

Maximum Touch Points 10

Supported OS

Windows XP Mouse Only (Single Touch)

Windows 7/8/10/11 Full Multi Touch

Linux 3.0.8 and over Full Multi Touch

Android Full Multi Touch

MAC OS Vv10.11≈10.14 Full Multi Touch

Part Number

3116163115” High-Brightness Display

Accessories

33145324AC 3-Pin to Euro Power Lead

TFT Display Power Supply Unit – 12 V 33145342

31123920DVI Cable – Dual-Link (DVI-D 24+1 Pin)

VGA Cable – HD15 31123929

31130181USB cable – 1 Meter

USB cable – 1.87 Meter 31130143

User Manual

2D Drawing
Available on Request

3D Drawing

RohS / CE / UKCE

FOLLOW US ON
linke
din link 
link link 
lin
link link

llllinkedin 
lllllink link 

lllink 
linkk

Eurocoin GmbH
Lorenz-Huber-Str.13, 85540 
Haar, Germany
Tel: +49 89 4623 0710 sales@eurocoincomponents.com support@eurocoin.freshdesk.com www.eurocoincomponents.com

https://www.linkedin.com/company/eurocoin
https://www.linkedin.com/company/eurocoin
https://www.linkedin.com/company/eurocoin
https://www.linkedin.com/company/eurocoin
https://www.linkedin.com/company/eurocoin
https://www.youtube.com/@EurocoinTV
https://www.youtube.com/@EurocoinTV
https://www.youtube.com/@EurocoinTV
https://www.youtube.com/@EurocoinTV
mailto:sales@eurocoincomponents.com
mailto:support@eurocoin.freshdesk.com
https://www.eurocoincomponents.com

